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bHMOTOR | CHASSIS | SERVICE       EXCELLENCE IN PC PARTS

INSTALLATION INSTRUCTIONS:
- All gaskets on the motor side need to be cleaned  
 before mounting the new water pump.
- The coolant needs to be exchanged and the   
 cooling circuit fl ushed.

CAUTION!
The water pump 65131 can be used to replace the 
water pump 65128; however the water pump 65128 
CANNOT be used to replace the water pump 65131.

IMPORTANT NOTE:
Note the specifi cations of the vehicle manufacturer!

REPLACEMENT OF THE WATER 
PUMP 65128 IN 65131
TECHNICAL INFO NO. 1096

On the OE side, the water pump 65128 was 
replaced by the water pump 65131.

There is an extra attachment borehole in the 
casing of the water pump 65131.
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Fig. 1: Water pump 65131

Fig. 2: Water pump 65128

VEHICLE MANUFACTURER / MODELS:

Mercedes Benz E-Klasse  (W212)  

C-Klasse (W203 / W204)

AFFECTED ENGINES:

M 271.952

M 271.860 / M 271.820

AFFECTED ARTICLES:

RUVILLE-No. OE-No.

65128 271 200 02 01

65131 271 200 04 01

INFORMATION
Corresponding spare parts can be found in our online catalogue at 
www.ruville.de. Where reference is made to the spare parts numbers of 
the vehicle manufacturers, this is only for the purposes of comparison.


